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Mirrors

Inside Rearview Mirror
Adjust the mirror to a center view po-
sition through the rear window. Night
time headlight glare can be reduced
by moving the control lever under the
mirror to the night position.

NOTE: The mirror viewing range
should be adjusted in the day position
before using the night position.

Outside Mirror
For the driver’s maximum benefit, ad-
just the outside mirrors to center on
the adjacent lane of traffic, slightly
overlapping the view obtained from
the inside mirror.

WARNING!

Vehicles and other objects seen in the
outside mirrors will appear smaller and
farther away than they really are. Re-
lying solely on your outside mirrors
could cause you to collide with another
vehicle or object.

Outside Mirrors Folding Feature
Outside mirrors can be folded manu-
ally. The outside mirror can be re-
stored to its normal position by un-
folding it outward to the proper
position.

Power Remote Control Mirrors
The power mirror switch is located on
the lower left side of the instrument
panel. An �L� or �R� button is used to
select the left mirror or the right mir-
ror.

Inside Rearview Mirror

1 - Day 2 - Night

Power Mirror Adjust Switch
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Outside mirrors can be adjusted re-
motely on the lower left side of the in-
strument panel only when the ignition
switch is in the ON position. After se-
lecting the left or right mirror, depress
the adjustment switch in the same di-
rection you want the mirror to move.

Heated Remote Control Mirrors
The outside mirrors are heated to
help melt frost or ice. This feature is
activated whenever the rear window
defogger is activated.

Vanity Mirror

A vanity mirror is located on the front
passenger side sun visor. To expose
the mirror, rotate the sun visor down.

Windshield Wipers and
Washers

The wiper and washer control lever is
located on the right side of the steer-
ing column. The wiper/washer oper-
ates only when the ignition switch is in
the ON position.

CAUTION!

In cold weather, always turn the wiper
switch OFF and allow the wipers to re-
turn to the park position before shut-
ting off the engine. If the wiper switch
is left ON and the wipers freeze to the
windshield, damage to the wiper mo-
tor may occur when the vehicle is re-
started.

Always remove any buildup of snow
that prevents the windshield wiper
blades from returning to the park po-
sition. If the windshield wipers are op-
erated before the snow is removed,
damage to the wiper motor may occur.

Never operate the windshield wipers
when the windshield is dry. Operating
the windshield wipers on a dry wind-
shield will scuff the windshield and
permanently damage the wiper blades.

Mirror Directions

Vanity Mirror
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High and Low Speed Feature

Move the wiper/washer control lever
to the first detent position (LO speed)
past the AUTO setting for low speed
operation, or to the second detent po-
sition (HI speed) for high speed wiper
operation.

Mist Feature

Move the wiper/washer control lever
to the MIST position to activate a
single wipe cycle to clear the wind-
shield. The wiper will continue to op-
erate until you release the wiper/
washer control lever.

Auto Wiper Feature (If Equipped)

Rotate the MODE switch of the wiper/
washer control lever to the AUTO posi-
tion to activate the auto wiper feature.
The wiper will function automatically
when it is raining. Rotate the Mode
switch upward to increase the wipe
speed, rotate the Mode switch down-
ward to decrease the wipe speed.

Wiper High and Low Speed Control Mist Control Auto Control
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Windshield Washers

To operate the windshield washers,
pull the wiper/washer control lever to-
ward you and hold it for as long as
washer spray is desired. If you activate
the washers while the wiper control is
in the OFF position, the wipers will
operate for three wipe cycles then
turn OFF.

CAUTION!

The windshield washer operating time
should be no longer than 10 seconds.

Operating the windshield washer when
the fluid tank is empty may damage
the washer motor.

Seats

Forward and Backward
Adjustment
The manual seat adjustment bar is at
the front of the seat, near the floor.
Pull the bar upward and slide the seat
forward or backward. Release the bar
once the seat is in the desired posi-
tion. To confirm the seat is locked into
place, attempt to move the seat for-
ward and backward after adjusting the
seat.

WARNING!

Never adjust the seat while driving.
The sudden movement of the seat
could cause you to lose control. Adjust
the seat only while the vehicle is
parked.

Recliner Adjustment
The recliner control lever is on the
outboard side of the seat. To recline
the seat, lean forward slightly before
lifting the lever, then lean back to the

Windshield Washer Control

Manual Seat Adjustment
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desired position and release the le-
ver. Lean forward and lift the lever to
return the seat back to its normal
position.

Manual Seat Cushion Adjustment
The inclined height of driver’s seat
cushion can be adjusted by using two
knobs on the outboard side of the
seat. To confirm the seat cushion is
locked into place, attempt to move
the seat cushion after adjusting.

Lumbar Support (If Equipped)
The lumbar support control knob is on
the outboard side of the seat back.
Rotate the control knob to increase
the lumbar support or to decrease the
lumbar support, as desired.

Head Restraints
Head restraints can reduce the risk of
whiplash injury in an accident. Head
restraints can only protect the occu-
pant if they are adjusted properly.

Front Head Restraints

Adjusting the Head Restraint

Adjust the head restraint so that the
upper edge of the head restraint is as
high as the top of the occupant’s head,
keeping the center of the occupant’s
head in the center of the head re-
straint. To raise the head restraint,
pull up on the head restraint. To lower

Seat Back Recliner Lever

Seat Cushion Adjustment Knobs

Lumbar Control Knob

Head Restraint Adjustment
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Rear Cargo Shelf
Insert the front outboard corners of
the cargo shelf into the top hooks of
the side panels and press down on
the back of the shelf to lock it into
place.

WARNING!

Do not load objects on the shelf. In an
accident, objects could strike occu-
pants, causing serious or fatal injury.

Reversing Sonar System

Reversing Sonar (If Equipped)
The sonar system informs the driver
through an alarm and by the distance
information on the display screen
while the vehicle is in reverse. The so-
nar system is activated when the igni-
tion switch is in the ON position and
the vehicle is shifted into reverse.
When the central sensor detects ob-
stacles within approximately 90 cm, a
slow interrupted alarm will be heard.
When rear left/right sensors detect ob-
stacles within approximately 60 cm, a
rapid interrupted alarm will be heard.
The following chart shows the alarm
operation when the system detects an
obstacle.

SENSORS
OBSTACLE
DISTANCE

FROM:

AUDIBLE
SIGNAL

C Within 150
cm

Beep--- slow
interrupted

alarm

L/C/R Within 90 cm
Beep--- slow
interrupted

alarm

L/C/R Within 60 cm
Beep--- rapid
interrupted

alarm

L/C/R Within 35 cm
Beep---

continuous
alarm

• (C) Central sonar probe

• (L) Left sonar probe

• (R) Right sonar probe

Rear Cargo Shelf Position
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• Place the upper end of the prop rod
in the hole on the left underside of
the hood.

To prevent possible damage to the
hood observe the following:

• Before closing the hood, make sure
to stow the prop rod in its proper lo-
cation.

• Do not slam the hood to close it. Use
a firm downward push at the center of
the hood to ensure that both the pri-
mary and secondary latches engage.

CAUTION!

To prevent possible damage, do not
slam the hood to close it. Lower the
hood until it is open approximately 20
cm and then drop it. This should se-
cure both latches. Never drive your ve-
hicle unless the hood is fully closed,
with both latches engaged.

WARNING!

If the hood is not fully latched it could
fly up when the vehicle is moving and
block your forward vision. You could
have a collision. Be sure all hood
latches are fully latched before driv-
ing.

Manual Transaxle

5-Speed Manual Transaxle
To utilize your manual transaxle effi-
ciently for both fuel economy and per-
formance, it should be upshifted as ef-
fectively as possible.

NOTE: During cold weather, it is nor-
mal to experience increased effort in
shifting until the transaxle fluid warms
up.

CAUTION!

Never drive with your foot resting on
the clutch pedal.

Never attempt to hold the vehicle on
a hill with the clutch pedal partially en-
gaged.

WARNING!

You or others could be injured if you
leave the vehicle unattended without
having the parking brake fully applied.

The parking brake should always be
applied when the driver is not in the
vehicle, especially on an incline.

Manual Transaxle Shift Lever
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Shifting

• Always use 1st gear when starting
from a standing position.

• Fully depress the clutch pedal before
shifting gears. As you release the
clutch pedal, lightly depress the ac-
celerator pedal.

• Always use each gear in numerical or-
der, do not skip a gear.

• Apply proper pressure to the shift le-
ver while shifting. Proper pressure re-
duces the sliding and rubbing time
of the synchronizer’s lock ring and re-
duces friction.

• Do not press the shift lever when
driving, extra pressure and stress will
be placed on the shift fork.

• Shift to reverse gear only when the
vehicle is stopped completely.

• Stop and inspect the vehicle if you
hear abnormal sounds inside the
transaxle.

Downshifting
• When driving down steep hills, down-

shift to help preserve brakes.

• For better low speed acceleration,
downshift when attempting to resume
speed.

• To avoid over-speeding the engine
and clutch, downshift progressively
and do not skip gears.

WARNING!

Do not downshift for additional engine
braking on a slippery surface. The
drive wheels could lose their traction
and the vehicle could skid.

Brake System

Parking Brake
When the parking brake is applied
with the ignition ON, the Brake Light
in the instrument cluster will illumi-
nate.

WARNING!

Always apply the parking brake fully
when leaving your vehicle or it may roll
and cause damage or injury. Also, be
certain to leave a manual transaxle in
REVERSE or 1st gear. Failure to do so
may allow the vehicle to roll and cause
damage or injury.

(Continued)

5-Speed Shift Pattern
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